—~— SANJVA COTA CREEK

EXIST.
_—— CONCRETE WALL —~

Vi

\@

131_911

91_311
10’

N EXIST. EP. MATCH EDGE OF AC PVMT. EXIST. EP. — 7

SAGUNTDO STREET

CONTRUCTION NOTES

A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL A’ ON SHEET 22.

(D

BUS STOP BZ4
SITE PLAN

S/S SAGUNTO ST. W/0 MEADOWVALE RD.

INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC.
SEE SHEETS 24-31.

INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER ON WEST
SIDE. USE EXISTING SIGNS IF SUITABLE.

A REMOVE EXISTING BUS STOP SIGN AND POST. T
_N_

A INSTALL 6”@ BOLLARDS PER DETAIL B’ ON SHEET 23. 3 TOTAL.
w s PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF SCALE: 1~ = 4 650 ALAMO_PINTADO RD., #302

EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS. . (50 6asis58 07 JANUARY 11, 2012

i |
o’ 4 sid@sjgce.com www.sjgce.com
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Yo ASSUMED RIGHT—OF—WAY/\\

15’
EXIST. 5
F.H.— =
” — EXIST. 8”9
EXIST. 7@ Y SYCAMORE
SYCAMORE — -
r . 10 T
+ i i 1 )
[aN] H —
» f MATCH WALK 1
® l__- f _H
© ol NN/
| N= = ) 9
ol e < 7'<8"%
w
A (g " | S0y ey |

_N J—

SCALE: 1”7 = 5’
1

O

o AU

CONTRUCTION NOTES

-

EXIST.
REDCURB

/\ CONCRETE "CURB: AND GUTTER —<

23'i

ALARAERLERRRARRARRRRRRAR AR AR AR RN R RN DA RN RNNNNNNN

H |

GHWAY

2 46

A REMOVE EXISTING BUS STOP SIGN AND POST.

A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL °A’, SHEET 22.

A INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC.
— SEE ATTACHED DETAILS ON SHEETS 24-31.

EXTEND RED CURB.

A INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER ON

WEST SIDE. USE EXISTING SIGNS IF SUITABLE.

ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF
EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS.

(&)

BUS STOP 12X
SITE PLAN

S/S MISSION DR. E/0 ALISAL RD.

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302
SOLVANG, CA. 93463
JANUARY 11, 2012

(805) 688—1526
sid@sjgce.com www.sjgce.com
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N

S~ TRIM EXIST. TREE
TO ACCOMMODATE
SHELTER

25'+
TO ASSUMED
RIGHT-OF —WAY

10’

15’

EXIST. EDGE OF PAVEMENT

HIGHWAY 2 4 6

SCALE: 1" = 4’

;
o

18’

CONTRUCTION NOTES

A REMOVE EXISTING BUS STOP SIGN AND POST.

CONSTRUCT ADA COMPLIANT CONCRETE PAD
PER DETAIL 'A’, SHEET 22.

INSTALL SOLAR LIGHT ON SHELTER. — SEE
ATTACHED LNI DETAIL.

INSTALL SHELTER MANUFACTURED BY LNI
CUSTOM MANUFACTURING INC. — SEE DETAILS
ON SHEETS 24-31.

A INSTALL BUS STOP SIGN AND SCHEDULE
DIRECTLY TO SHELTER ON EAST SIDE. USE
EXISTING SIGNS IF SUITABLE.

—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL
INCLUDE REMOVAL OF EXISTING VEGETATION,
GRADING AND COMPACTION OF EXISTING SOILS.

54.5°

TO EXIST.
POWER
POLE

54.5’ N
TO EXIST.
POWER
POLE

()

BUS STOP BeZ5
SITE PLAN

N/S HWY 246 W/0 REFUGIO RD.

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302
SOLVANG, CA. 93463
JANUARY 11, 2012

(805) 688—1526
sid@sjgce.com www.sjgce.com
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EANVAE NN ARE

GRAND

SCALE: 1" = 6’

0’

|
6

LOS OLIVOS
TOWN PARK

15'

EXIST.|BOULDER ~ EXIST- TREE
MONUMENT

R/W

6.5’

| 9.75 | 10’ A

EXIST. "SIDEWALK

/\CONCRETE CURB ‘AND GUWER\/

40.5'

R/W

12°

51
EXIST.
SIDEWALK

' EXIST. RED CURB

7)) R o) N

CONSTRUCTION NOTES

A REMOVE EXISTING BUS STOP SIGN FROM WOOD POST.
A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL 'A’, SHEET 22.

INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC. — SEE
DETAILS ON SHEETS 24-31.

A INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER ON WEST SIDE. USE
EXISTING SIGNS IF SUITABLE.

—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF EXISTING
VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS.

— IRRIGATION EXISTS, VERIFY LOCATION AND RE—ROUTE AS NECESSARY. SPRINKLERS

, SHOULD BE ADJUSTED SO THEY DO NOT SPRAY THE PROPOSED PAD AND SHELTER.

O

BUS STOP 16X

SITE PLAN

S/S ALAMO PINTADO AVE.
W/0 GRAND AVE.

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302

SOLVANG, CA. 93463
(805) 688—1526
sid@sjgce.com

JANUARY 11, 2012
www.sjgce.com
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61' 6” ]_|
— L]
45 8
, x
30 -
EXISTING 14 | 27’ 0
BUILDING TO MANHOLE C/L
(LIQUOR STORE) .
[a)
- z
A~ iy .
LT

Lle - | -
—|EE. RELOCATE / f B
| Q& EXIST. BANK OF J _——EXIST.' DRAINAGE - 10 =
€% NEWSPAPER “RACKS INLET MANHOLE =g
L&
“~—EXIST. INLET
EXISTING CURB ONLY | EXISTING CURB_AND GUTTER
|
AV ENUE O F T HE FLAGS
CONTRUCTION NOTES
A REMOVE EXISTING BUS STOP SIGN AND POST. @
A INSTALL SHELTER MANUFACTURED BY LNI CUSTOM
MANUFACTURING INC. — SEE DETAILS ON SHEETS 24-31. BUS STOP 1X
ADJUST SHELTER AS NECESSARY TO AVOID CONFLICT WITH THE
DRAINAGE INLET MANHOLE. SITE PLAN
A INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER W/ S AVE OF THE FLAGS ST.
| ON NORTH SIDE. USE EXISTING SIGNS IF SUITABLE. S /0 oND. ST
*—?% —  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL i :
OF EXISTING VEGETATION, GRADING AND COMPACTION OF PREPARED BY: SID GOLDSTIEN — OVIL ENGINEER, ING.
SCALE: 1" = 10’ EXISTING SOILS. 650 ALAMO PINTADO RD., #302
I T ] SOLVANG, CA. 93463
F ! I (805) 6881526 JANUARY 11, 2012
0 10 sid@sjgce.com www.sjgce.com
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Thu 19.Jan.12  09:43:01 AM  P:\CIBUE Buellton\CIBUE.080106 — Bus Shelters\Drawings\Civil\Sheets\Hwy 246—Freear Drive Bus Shelter.dwg

/EXISTING WALL /—A

—INSTALL J5* EXPANSION PAPER
BETWEEN EXISTING WALL AND
PROPOSED PAD AS NECESSARY

o
/ | |
_— PROTECT
b~ |® al
£ 100' X \ /_& |
Y D —7o\
REMOVE WOOD }@—————————@4/
POST | |
I I
&
b|G DROP INLET 15° 58'-2" TO ECR
. ) AT FREEAR DRIVE
&
/
CONTRACTOR TO PROTECT—— CONCRETE CURB AND GUTTER\/
EXIST. DROP INLET
HIGHWAY 246
CONTRUCTION NOTES
REMOVE EXISTING BUS STOP SIGN AND POST.
INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING INC. — SEE
DETAILS ON SHEETS 30 & 31.
A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL ‘A", SHEET 22. @ BUELLTON #2
INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC. —
SEE DETALS ON SHEETS 24-31. BUS STOP 21X
_N_
A INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER. USE SITE PLAN
EXISTING SIGNS IF SUITABLE. N/S H 946 W/0 FREEAR DR
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF / wy / ’
EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS.
PREPARED BY:
SCALE: 1" = 4 — IRRIGATION EXISTS. VERIFY LOCATION AND RE—ROUTE AS NECESSARY. S Evomssts - Sunvavons - Consravorion Manaoass
: Z 3 SPRINKLERS SHALL BE ADJUSTED TO NOT SPRAY THE PROPOSED PAD AND noineens 1no BNy Hrecirasiurs Sroless
0 4 SHELTER TELEHONE, (500) GO 5E00. P to0c) 0085418
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RED BARN RESTAURANT o~ RIGHT-OF-WAY —

2.5 17'-9" \\/ AC
Bl PAVEMENT S
o GUY LINE —~_ K %
5 ® 2] ® 2%
EXIST.
POWER i .
POLE - ‘| - 5 =] }i
EXIST. STOP_/ AVE— e e N
SIGN MIGHT . } | ﬁé
NEED TO BE ;
RELOCATED X f
N A~ o g
H PAVEMENT o
i L T XA
©
- EXIST. MATCH. PAVING
o BOLLARD EXIST.
15'=5 1 BOLLARD 5
H —T 12
H H &
o © |
q I o 2
Q (o)}
. .
20’ A A A © | SCALE: 1”7 = 5
i D T a—
I 0’ 5’
CONTRUCTION NOTES \/ EXIST. EDGE OF PAVEMENT\_/
A REMOVE EXISTING BUS STOP SIGN AND POST. @
A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL ‘A’, SHEET 22. BUS STOP B23
A INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC. —
SEE DETAILS ON SHEETS 24-31. SITE PLAN
INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER ON NORTH
SIDE. USE EXISTING SIGNS IF SUITABLE. W/ S EDISON ST. N / 0 SAGUNTO ST.
INSTALL 6" BOLLARDS PER DETAL 'B' ON SHEET 23 OF 40. 8 PLACES.
PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
SAW—CUT EXISTING AC PAVEMENT TO ALLOW CONCRETE PAD. 650 ALAMO PINTADO RD., #302
_ ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF (50 6asis58 07 JANUARY 11, 2012
EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS. sid@sjgee.com Www.sjgce.com
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__EXIST. CHAIN LINK FENCE——_~
10
- ASSUMED RIGHT-OF—WAY ——~_
_EXIST. SPLIT RAIL FENCE — 7
+ .
- 5
< | N
| /35
w| EXIST.
=| POWER i
POLE S

A 72\/e\

TO ROAD
CENTERLINE

MATCH PAVEMENT

N_EXIST. EDGE OF PAVEMENT ——*

15’ 2

__l\]

PINE STREET
CONTRUCTION NOTES

A REMOVE EXISTING BUS STOP SIGN AND POST.
A INSTALL BUS STOP SIGN AND POST PER ATTACHED DETAIL °C’ ON SHEET 41.

INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING INC. — SEE DETAILS BUS STOP A17
—N— ON SHEETS 30 & 31. SITE PLAN
A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL 'A’, SHEET 22. N /S PINE ST W / 0 EDISON ST
A INSTALL SOLAR LIGHT ON POST. SEE SHEET 43. ' )
PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
e 1 & REMOVE OR RELOCATE EXISTING BOULDERS AND SHRUBS. 250 Aano PINTAD RD- 307
. — SOLVANG, CA. 93463
; : ] —  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF EXISTING (805) 688—1526 JANUARY 11, 2012
0’ 4 VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS. sid@sjgce.com www.sjgce.com
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PARKING

TRIM 14’8 LIVE 5°0 WHITE OAK
EXIST. OAK 8’ MIN.
SPLIT RAIL ABOVE SIDEWALK
FENCE x
e T T T e EXIST.
& —~—— WATER
| | METER
IR S 310 EXIST.—/ e
x CONCRETE - TRASH DRIVEWAY
= L
& /\
5 (2 O NI SR
& %
. |©
M_
Z
9'=11" - K A= 10'=1" 9'-7.5" 5’
WING
A1 I A I A I I A A I A /Y,
/_\CONCREFE CURB AND GUTTER
s0/E\
I
SAGUNTDO STREET
CONTRUCTION NOTES @
A REMOVE EXISTING BUS STOP SIGN AND POST.
CN— A INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING BUS STOP A15
INC. - SEE DETALS ON SHEETS 24-31. SITE PLAN
A PAINT 30" MIN. RED CURB.
/o\ N/S SAGUNTO ST. W/0 MEADOWVALE RD.
A INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER ON
EAST SIDE. USE EXISTING SIGNS IF SUITABLE. PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
SCALE: 17 = 4’ 650 ALAMO PINTADO RD., #302
: = , —  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF to0) aeisne 02 JANUARY 11. 2012
o - i EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS. sid@%jgce.com wiww.sjgce.com
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STREET

EDIS ON

N7 - _EXIST. AWNING <.~

\/ EXISTING BUILDING /\

3549
3547 SAGUNTO 'ST. A
SAGUNTO ST.
EXIST. PLANTER
. .
. |@ o
il 17 T T EXIST. AWNING — 2
=Y f z
EXIST. 5 EXIST. ‘FIRE
" STOP. SIGN - HYDRANT

35'

/\CONCRETE CURB. AND GUTTER \/

43’

SAGUNTO ST

CONTRUCTION NOTES

REMOVE EXISTING BUS STOP SIGN AND POQST.

INSTALL BUS STOP SIGN AND POST PER ATTACHED DETAIL 'C’ ON
SHEET 41.

A INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING INC.
SHEETS 30 & 31. RELOCATE POTTED PLANTS AS NEEDED.

—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF
EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS.

EXIST. RED CURB '

REET

BUS STOP A16
SITE PLAN
N/E CORNER SAGUNTO
AT EDISON ST.

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302
SOLVANG, CA. 93463
JANUARY 11, 2012

(805) 688—1526
sid@sjgce.com www.sjgce.com
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Thu 26.Jan.12  07:51:53 AM  P:\CIBUE Buellton\CIBUE.080106 — Bus Shelters\Drawings\Civil\Sheets\Hwy 246 Valley Station Bus Shelter.dwg

INSTALL %
EXPANSION PAPER EXISTING CURB

q [EE

EXISTING CMU
CALTRANS RIGHT WALL AND MEI’AL PLANTER
OF WAY\ FENCE
O O O—NO O
} @
@ / < PG&E
= PLANTER / .
—_——— T — — - H“‘———PROTECT EX.
M !-@ / SIGN AND POST
' AJ
. é RELOCATE \_A
(g IRRIGATION BOX :
5 15'
&S
e
/\CONCRETE CURB AND GUTTER\/
HIGHWAY 246
CONTRUCTION NOTES
REMOVE, SALVAGE, AND REINSTALL BENCH PER DETAILS BY LNI CUSTOM
MANUFACTURING INC. — SEE SHEETS 30 & 31.
A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL ‘A', SHEET 22. @ BUELLTON #8
A INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC. — SEE
DETAILS ON SHEETS 24-31. BUS STOP 6X
N— A REMOVE CONCRETE PAD. SITE PLAN
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF EXISTING S/ S HWY 246 E/ 0 VALLEY
VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS.. STATION CIRCLE
— IRRIGATION EXISTS. VERIFY LOCATION AND RE—ROUTE AS NECESSARY. SPRINKLERS
SHALL BE ADJUSTED TO NOT SPRAY THE PROPOSED PAD AND SHELTER. PREPARED BY:
SCALE: 1" = 4' & ENGINEERS v SURVEYORS v CONSTRUCTION MANAGERS
z ] ENGINEERS INe Quslity Fafrestructure Sarvices
' 4 T ot g o
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N EXIST. SPLIT RAIL FENCE ——~

w
D

DRIVEWAY
INTO
FIELDS

3

EXIST. SIDEWALK
MIN. CLR.

| 10.5°

7o\

VLSS LS LTS LS TS LS ST L LTS LS LA AL L LTSS L L L LT LL LT LS LS L L T TS L LTS LT LTS LTSS LS LS L

/\— CONCRETE-CURB- AND* GUTTER

CONTRUCTION NOTES

PINE STREET

A REMOVE EXISTING BUS STOP SIGN AND

POST.

A INSTALL BUS STOP SIGN AND POST PER ATTACHED DETAIL 'C’ ON SHEET 41.

A INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING INC. — SEE DETAILS

ON SHEETS 30 & 31.

A CONSTRUCT ADA COMPLIANT CONCRETE

PAD PER DETAIL 'A’, SHEET 22.

A INSTALL SOLAR LIGHT ON POST. SEE SHEETS 43.

PAINT 30 MIN. OF RED CURB.

—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF EXISTING

VEGETATION, GRADING AND COMPACTION

OF EXISTING SOILS.

(2

BUS STOP A18
SITE PLAN

N/S PINE ST. W/0 CUESTA

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302
SOLVANG, CA. 93463
(805) 688—1526 JANUARY 11, 2012
sid@sjgce.com www.sjgce.com
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1631 Mission

SCALE: 1”
1

O

EXISTING LAWN EXISTING LAWN
Q% EXIST. WALK
=
5 EXIST. 10”2
5& _—EXISTING ROCK WALL—~_ _—EXISTING ROCK WALL—~_ SYCAMORE
A= ASSUMED RIGHT—OF ~WAY =% 4
/3 x EXIST. TRASH [N
— = RECEPTACLE — N
x |[=
S5 KX
S .(Io @ , ” ) ”
" 5 | 6'-10 |34 |
Z & ‘
=
- EXIST. BUS STOP
A 24'-6 A " SIGN. 0" REMAN.
TO DRIVEWAY
- \_//
EXIST.. RED CURB—/ /'\ CURB AND GUTTER
MIS S| ON D R. { HI GHWAY 2 4 6 )
CONTRUCTION NOTES BUS STOP 19X
A INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING SITE PLAN
—N— INC. SHEETS 30 & 31. N/S M[SS[ON .DR
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL
OF EXISTING VEGETATION, GRADING AND COMPACTION OF ( OPPOSITE SOLVANG P ARK)
EXISTING SOILS.
PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
- ¢ 650 ALAMO PINTADO RD., #302

SOLVANG, CA. 93463

(805) 688—1526
sid@sjgce.com

JANUARY 11, 2012
www.sjgce.com
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franks
Text Box
1631 Mission


8.33'

|/1 59.5’

N EXIST. EDGE OF PAVEMENT——"

EXIST. EDGE STRIPE
7 T

E RN o) bl [l
CONSTRUCTION NOTES

ROAD

A REMOVE EXISTING BUS STOP SIGN AND POST.

A INSTALL SIMME—SEAT AND BUS STOP SIGN PER
MANUFACTURER’S DETAILS, SHEETS 32—40. REUSE EXISTING
SIGNS IF SUITABLE.

A INSTALL SOLAR LIGHT ON POST. SEE SHEET 43.
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE

REMOVAL OF EXISTING VEGETATION, GRADING AND
COMPACTION OF EXISTING SOILS.

_w
) )
Ll Z
g Wl
< >
N <t
EXIST.
EXIST. UTILITY SToP fm
POLE\
|
EXIST. GUARD
RAIL\
BUS STOP B15
SITE PLAN
E/S ALAMO PINTADO RD.
N/O BASELINE AVE.
PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.

650 ALAMO PINTADO RD., #302

SOLVANG, CA. 93463

(805) 688—1526 JANUARY 11, 2012

sid@sjgce.com www.sjgce.com
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10’

55
4.5

SCALE: 1”7 = 6’

[w}
oy

~~EXISTING FENCE ——~

EXIST.
POWER POLE\
EXIST.

EXIST. SPRINKLER /7 \
EXIST. SPRINKLER
[ /_ ~ ~EXISTING IRRIGATION LINE ——~ POST\\

5t

PRESBYTERIAN CHURCH

DRIVEWAY

| EXIST.
/ STOP SIGN

‘ \ EXIST.

|/1 56’

N~ EXIST. EDGE OF PAVEMENT ——"

LSS e e e

B 0 7 g

CONSTRUCTION NOTES

A REMOVE EXISTING BUS STOP SIGN AND POST.

A INSTALL SIMME-SEAT AND BUS STOP SIGN PER

MANUFACTURER’S DETAILS, SHEETS 32-40. REUSE EXISTING
SIGNS IF SUITABLE.

A INSTALL SOLAR LIGHT ON POST. SEE SHEET 43.
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE

REMOVAL OF EXISTING VEGETATION, GRADING AND
COMPACTION OF EXISTING SOILS.

R OAD

O,

BUS STOP Ac4
SITE PLAN

! MAILBOX

W/S ALAMO PINTADO RD.
S/0 BASELINE AVE.

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302

SOLVANG, CA. 93463
(805) 688—1526
sid@sjgce.com

JANUARY 11, 2012
www.sjgce.com
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19’
i ASSUMED RIGHT—OF—WAY — ' ‘
S | 35'-3" 4'=11" 9’ L3
< I& 5%
i iy |
=l ihngen = =1 E o | ¥
L ~ =0 | e
& ™IS3 Pols f ~ GUY: LINE
EXIST. CURB EXIST. Bus—| |—EXIST. 90 LEX,ST GAS \EX,ST RED EXIST.
AND GUTTER STOP SIGN AND SYCAMORE Co. VALVE CURB POWER —
POST TO REMAIN ‘ POLE
MISS]ON DRIVE ( HI GHWAY 246 )
CONTRUCTION NOTES @
A INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING
INC., SHEETS 30 & 31. BUS STOP 18X
_N_

—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL SITE PLAN
OF EXISTING VEGETATION, GRADING AND COMPACTION OF

EXISTING SOILS.

SCALE: 1" = 10’

N/S HWY 246 AT VETS HALL

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302
SOLVANG, CA. 93463
(805) 688—1526 JANUARY 11, 2012
sid@sjgce.com www.sjgce.com

SHEET 18 OF 43




- SPLIT RAIL FENCE / ASSUMED RIGHT—OF=WAY ——~

EXISTING HEDGE

o
)
EXIST.
- @@ EXIST. 21"0 PALM
_ POWER POLE ,
\ 13 .
/ 179’ ‘
. TO BASELINE AVE. INTERSECTION _
_Z - (EDGE OF PAVEMENT OF REFUGIO RD.)
30’ 3 s
| Al
|
<«
N EXIST. EDGE OF PAVEMENT——~ -
REFUGIO R OAD
CONSTRUCTION NOTES
A REMOVE EXISTING BUS STOP SIGN AND POST.
A INSTALL SIMME—SEAT AND BUS STOP SIGN PER BUS STOP B19
MANUFACTURER'S DETAILS, SHEETS 32-40. REUSE EXISTING STITE PLAN
SIGNS IF SUITABLE.
I A INSTALL SOLAR LIGHT ON POST. SEE SHEET 43. E/S REFUGIO RD. S/O BASELINE AVE.
I —  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
SCALE: 1” = 6 REMOVAL OF EXISTING VEGETATION, GRADING AND 850 ALAMO. PINTADO. RD., #302
('J’ ' é’ sid@sjgce.com www.sjgce.com
SHEET 19 OF 43




T EXIST. SPLIT RAIL FENCE / ASSUMED RIGHT—OF—WAY

CONSTRUCTION NOTES

N EXIST. EDGE OF PAVEMENT —

REFUGIO R OAD

R
=t
ANV
175’
T lﬂl TO BASELINE AVE. INTERSECTION ,\l
(EDGE OF PAVEMENT OF REFUGIO RD.)
in
[20]

A REMOVE EXISTING BUS STOP SIGN AND POST.

A INSTALL SIMME—SEAT AND BUS STOP SIGN PER
MANUFACTURER’S DETAILS, SHEETS 32-40. REUSE EXISTING
SIGNS IF SUITABLE.

A INSTALL SOLAR LIGHT ON POST. SEE SHEET 43.

—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE

REMOVAL OF EXISTING VEGETATION, GRADING AND
COMPACTION OF EXISTING SOILS.

g—n%%

SCALE: 1" = 5’

BUS STOP A20
SITE PLAN

W/S REFUGIO RD.
S/0 BASELINE AVE.

I ]
f i
o’ 5’

PREPARED BY: SID GOLDSTIEN — CIVIL ENGINEER, INC.
650 ALAMO PINTADO RD., #302
SOLVANG, CA. 93463
(805) 688—1526 JANUARY 11, 2012
sid@sjgce.com www.sjgce.com
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McMURRAY ROAD

CONTRUCTION NOTES

A REMOVE EXISTING BUS STOP SIGN AND POST.

A INSTALL BENCH PER DETAILS BY LNI CUSTOM MANUFACTURING INC. — SEE
DETAILS ON SHEETS 30 & 31.

A CONSTRUCT ADA COMPLIANT CONCRETE PAD PER DETAIL ‘A’, SHEET 22.

INSTALL SHELTER MANUFACTURED BY LNI CUSTOM MANUFACTURING INC. —
SEE DETAILS ON SHEETS 24-31.

INSTALL BUS STOP SIGN AND SCHEDULE DIRECTLY TO SHELTER. USE
EXISTING SIGN IF SUITABLE.

I
" —C & REMOVE AC DIKE AND 3' OF ROADWAY AS NECESSARY FOR IMPROVEMENTS.

INSTALL SB-18 PCC CURB AND GUTTER PER CITY OF BUELLTON STANDARD
DETAIL 302. REPLACE AC STRUCTURAL SECTION IN KIND AS NECESSARY.

@ BUELLTON #5

BUS STOP 22X
SITE PLAN

E/S McMURRAY ROAD S/0

DAMASSA ROAD

SCALE: 1"
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—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF
EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS.

PREPARED BY:
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MEADOW VIEW DRIVE
CONTRUCTION NOTES @ BUELLTON #7
REMOVE EXISTING BUS STOP SIGN AND POST. (EX. SIGN IS LOCATED
APPROXIMATELY 530° EAST ON MEADOW VIEW DRIVE.) B gS STOP 4X
—N— A INSTALL BUS STOP SIGN AND POST PER ATTACHED DETAIL ‘C’' ON SHEET 41. ITE PLAN
—  ANY CONSTRUCTION IN UNPAVED AREAS SHALL INCLUDE REMOVAL OF S/ S MEADOW VIEW DRIVE
EXISTING VEGETATION, GRADING AND COMPACTION OF EXISTING SOILS. E /0 MEADOW ROAD
PREPARED BY:
SCALE: 1 = 4 @ Buonguns S apons - oo Mons
1% z| ENGINEERS INC
4 TEPOE (0 Soasicn Pk 100) dakeers

SHEET XX OF XX






